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Open a new 
Worker 

Protection 
System. 

WPS. Built to work and last.



Introducing all new WPS from Aldridge-ITS
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Approaching train passes over the Wheel Flange 
Sensor which is connected by cable to the Strike-In/Out 
Slave Unit which wirelessly alerts the Master Warning 
Controller and Alarm.

Master Warning Controller & Alarm 
instantly signals all Personal Alert 
Devices (PADs) while setting off 
WPS Alarm (3 x 110dB sirens and 3 
strobe lights)

Arm worn PADs immediately 
emit sustained audio and 
vibration warnings.

Up to 6 Slave Units with
 alarms can be deployed.

Completely automated and  
can be operated manually.

Minutes to setup.

PAD
(Personal Alert Device)

How WPS sends alerts fast

WPS. 
Tough.
Portable.
Modular.

Slave Unit 
& Alarm

The system is reset when departing 
train passes over a second Wheel 
Flange Sensor and Strike-In/Out 
Slave Unit placed at the end of the 
protection zone.

Master 
Warning 

Controller  
& Alarm

(Cable connection)

Aldridge-ITS WPS. Open a new level of worker protection 
The portable Worker Protection System (WPS) from Aldridge-ITS 

automatically alerts track workers of an approaching train.   

The alarm comprises 3 x 110dB sirens and 3 strobe lights mounted 

on portable lightweight tripods.

The Master Warning Controller & Alarm is located centrally in a work 

zone and only takes a couple of minutes to install and commission.  

Train detection is achieved with a portable wheel flange sensor 

connected to a slave unit which utilises an encrypted radio 

transmitter that communicates with the Master Warning Controller 

& Alarm Unit. The wheel flange sensors and slave units are installed 

at either end of the work zone at a location which offers strike-in 

and strike-out protection for workers up to 1000m away from the 

Master Warning Controller & Alarm. 

Up to two tracks can be protected with a WPS Slave Strike-In/Out 

Unit and wheel flange sensor combination. The wheel flange sensor 

can be installed in less than 5 minutes per track. 

When an approaching train passes over the strike-in/out wheel 

flange sensor, the Master Warning Controller and its alarms will alert 

workers at the work site. When the train departs the protection zone 

by passing over the second wheel flange sensor and slave unit at 

the strike-in/out point, the system automatically resets. 

This basic system comprising two Slave/Sensors and one Master 

Warning Controller & Alarm is ideal for typical work sites and offers 

sufficient warning for the track crew to vacate the track from an 

approaching train.

For larger worksites it is possible to have up to 6 slave units with their 

integrated alarms, scattered around the site. 

And for even bigger sites it is possible to extend the 1000m range 

with “Repeater Slaves”. If an extended warning period is required, 

ie > 35 seconds at a track speed of 80km/h, a tripod mounted 

Repeater can be installed between the Master Warning Controller 

& Alarm and the strike-in unit, that doubles the warning time of the 

train approaching.

An optional solar panel kit can be used to maintain the batteries 

indefinitely. The entire system is supplied in ruggedised cases, 

battery-operated, rechargeable, portable, compact, and 

lightweight.  

Personal Alert Devices 

It is also possible to supplement this system with rechargeable 

Personal Alert Devices (PADs) which are worn on workers’ arms, 

that emit a loud audible warning and strong vibration to alert 

the worker of an approaching train even in the most unforgiving 

environments.

Up to 200 PADs can be activated from the PAD Controller which is 

connected to the Master Warning Controller & Alarm. 

The PAD system has a typical operating range of 800m from the 

Master Warning Controller & Alarm which is located centrally in 

the protection zone. 

Redundancy and Fail-Safe operation 

The Aldridge-ITS WPS utilises the WLX Controller which has been 

specifically designed for safety applications. Safety features 

include redundant power supplies, radios, warning elements, 

wheel sensors, and processors for fail-safe operation. The warning 

system can be operated from any WPS unit.

The WPS system counts the train wheels entering and exiting the 

protection zone and detects the direction of rail traffic allowing 

track-mounted maintenance vehicles to exit the protection zone 

without activating the warning system.

Cloud Based Monitoring  
The WPS can optionally be configured by an authorised user with 

the WLX System manager, a PC application running on a laptop.

It’s also possible for an authorised user to monitor the system via 

the WLX Server Web-based application running in the cloud.

From the WLX Server, users can generate reports of activations 

over any monitored period, train statistics including speed and 

direction, length, wheel count and system status information.

The WLX Web Server Application requires 

an internet connection from the WPS site 

(4G/5G or Satellite) while the WLX System 

Manager Application requires a PC 

connection to the Master Warning  

Controller on site.

Full WPS component list and specifications  

on back page.
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PAD Controller
Connects up to 200 PADs.

Wheel 
Flange 
Sensor



Open a new 
Worker 

Protection 
System. 

Full component details

Typical system components transported 
to site for single track protection would 
include:

2 x Ruggedized Cases with Strike-In  
Controller, 43 x 30 x 16cm,  
5kgs ea (WPS-S)

2 x Protective Cases for Tripod/Warning 
Alarm (3 Sirens & 3 Strobe Lights) Aerials,  
60 x 15 x 15cm, 4kgs ea (WPS-WT)

2 x Ruggedized Cases for Wheel Flange 
Sensors, 10m lead, 49 x 39 x 19cm,  
7kg ea (WPS-WFS)

1 x Ruggedized Case for Master Warning 
Alarm, 43 x 30 x 16cm, 6kgs (WPS-M)

1 x Protective Case for Tripod Alarm  
(3 Sirens & 3 Strobe Lights) Aerials, 60 x 15 
x 15cm, 5kgs ea (WPS-WT)

1 x Ruggedized Case for Pager  
Controller and x 10 PADs, Arm Bands, 
Charger, 43 x 30 x 16cm, 6kgs (WPS-P&C)

Support Equipment

1x Ruggedized Case for 3 x 12Vdc  
Chargers, 43 x 30 x 16cm, 6kgs ea  
(WPS-C) 
 
Optional Laptop PC with System Manger 
Application.

Optional Additional Pagers > 10.

1 x Ruggedized Case for x10 PADs,  
Arm Bands, Charger, 43 x 30 x 16cm, 
5kgs (WPS-PAD)

Optional Expanded Warning System (up 
to 5 additional Slave Warning Alarms).

1 x Ruggedized Case for Slave Warning 
Alarms, 43 x 30 x 16cm, 6kgs (WPS-S)

1 x Protective Case for Tripod/Warning 
Alarm (3 Sirens & 3 Strobe Lights) Aerials, 
60 x 15 x 15cm, 5kgs ea (Slave Warning 
Alarm) (WPS-WT)

Optional Repeaters, Range Extenders  
(up to 2 x Repeaters).

1 x Ruggedized Case with Radio Re- 
peater, 43 x 30 x 16cm, 6kgs ea (WPS-R)

1 x Protective Case for Tripod, Aerials,  
60 x 15 x 15cm, 4kgs ea (WPS-T)

Optional 4G Connectivity.

1 x Ruggedized Case with 4G Modem,  
43 x 30 x 16cm, 5kgs ea (WPS-4G)

1 x Protective Case for Tripod, Aerials,  
60 x 15 x 15cm, 4kgs ea (WPS-T) 
 
Optional Satellite Connectivity.  

1 x Ruggedized Case with 4G Modem,  
43 x 30 x 16cm, 5kgs ea (WPS-SAT)

1 x Protective Case for Tripod, Aerials,  
60 x 15 x 15 cm, 4kgs ea (WPS-T)

Optional Solar Panel & Regulator. 

1x Ruggedized Case with 2 x 10W Solar 
Panels and Regulator, 43 x 30 x 16cm, 
6kgs ea (WPS-SOLAR)

Optional 2 Track Protection.

2 x Ruggedized Cases for Wheel  
Flange Sensors, 10m lead, 49 x 39 x 
19cm, 6kgs ea (WPS-WFS)

WPS. Built to work and last.

Contact:

Aldridge - ITS Pty Ltd,  

44 Adderley Street East, Lidcombe 

2141 New South Wales, Australia.

P: +61 2 9807-7777

F: +61 2 9807-7477

E: sales@railsignal.com 

www.railsignal.com
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